Development Site, Knightdale

Table 56: Observed PHF and Heavy Vehicle Percentages — Midway Plantation

Knightdale Blvd (US 64) / Southbound Off Ramp

L PHF Heavy Vehicle Percent

Approach Direction AM PM AM PM
T 0.93 0.89 7 2
Eastbound R 0.77 0.89 11 6
L 0.76 0.84 2 1
Westbound T 0.89 0.92 4 1
Southbound R 0.90 0.90 1 1

Knightdale Blvd (US 64) / Northbound On Ramp

. . PHF Heavy Vehicle Percent

Approach Direction AM Y AM oM
L 0.70 0.79 3 1
Eastbound T 0.79 0.86 13 1
T 0.84 0.92 6 1
Westbound R 0.82 0.93 6 1
L 0.48 0.75 6 1

Northbound T 0.25 0.25 - -
R 0.73 0.75 1 1

Knightdale Blvd (US 64) / Site Drive #1 (Hinton Oaks Blvd)

L PHF Heavy Vehicle Percent

Approach Direction AN Y AM oM
L 0.83 0.80 6 1
Eastbound T 0.82 0.92 6 3

R 0.50 0.58 4 -

L 0.85 0.79 2 -
Westbound T 0.89 0.92 5 3

R 0.68 0.79 14 -
L 0.75 0.86 2 1

Northbound T 0.25 0.75 - -
R 0.59 0.85 - 1

L 0.38 0.97 25 -

Southbound T 0.25 0.67 100 -
R 0.25 0.53 - 6

Knightdale Blvd (US 64) / Site Drive #3 (Wide Waters Pkwy)
L PHF Heavy Vehicle Percent

Approach Direction AM P AM PM
L 0.76 0.60 5 4
Eastbound T 0.84 0.87 8 3
R 0.81 0.91 8 2
L 0.70 0.75 - 2
Westbound T 0.90 0.82 3 3
R 0.50 0.83 7 2
L 0.84 0.80 4 2

Northbound T 0.28 0.43 - -
R 0.54 0.46 1 5
L 0.71 0.77 10 1
Southbound T 0.38 0.70 - 1
R 0.88 0.45 - 1
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